
JVC Professional Sales Information 

GD-172 and GD-192 monitors

February 2015

New 17"/19" professional SXGA LCD monitors
 

JVC Professional’s new LCD monitors,  
the GD-172 and GD-192, have been 
designed to provide outstanding 
visual performance for monitoring 
and control room applications.

Suitable for even the most challenging 
environments, the 17 and 19 inch LCD 
monitors have a compact, square 
cabinet and slim frame, ideal for both 
small and large scale operations.

Key features

n  Superior detailed image and colour 
reproduction for professional monitoring

n Robust design for 24/7 operation

n Attractive slim bezel

n  1280x1024 resolution, non-glare SXGA screen

n  Multi-language on-screen menu (English, French, Spanish, Italian and German)

n DVI-D input terminal
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Specifications and dimensions

GD-172 GD-192

Display

Screen size 17" 19"

Resolution 1280 x 1024 pixels

Pixel pitch 0.264 x 0.264 (mm) 0.294 x 0.294 (mm) 

Brightness 250 cd/m2

Contrast ratio 1000 : 1

Aspect ratio 5 : 4

Viewing angle (H/V) 170 deg . / 160 deg.

Display colour 16.7 million

Response time 5 ms

Audio

Built-in speakers 0.5W x 2

General

Dimensions (approx.) 373 x 382 x 200 (mm) 421 x 421 x 200 (mm)

Weight (approx.) 2.7 kg (with stand) 3.5 kg (with stand)

Power AC100-240V, 50/60Hz, DC12V

Power consumption 35W (normal use), 15W or less (standby) 40W (normal use), 15W or less (standby) 

Operation temperature 0 to 40 deg C

www.jvcpro.eu
©JVC Professional Europe Ltd. *Prices quoted are net without VAT. Specifications subject to change without notice.

GD-172

373

38
2

31
3

205

60

205

GD-192
421

35
3

42
1

205 205

61

Rear panel


